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MINIMUM LIGHTING FOR VERTICAL LIFT BRIDGES

As recommended by the Department of Transportation, United States Coast Guard, Bridge Administration Division

in their publication COMDTINST M16590.5A Encl. (6) 33 CFR 118.85.

Roadway Manufacturing does not assume responsibility for lighting guidelines shown or for errors in transcription.

=

=

()
A
LIFT SPAN OPEN

|m

|m
10

|m

"o

o)
|m

PROTECTION PIERS

P

o aA

.

LIFT SPAN CLOSED

|| - OA
LIFT PIERS

Q

LIFT SPAN - 360° GREEN WHEN LIFT
SPAN FULLY OPEN FOR NAVIGATION,
180° RED FOR ALL OTHER POSITIONS
OF LIFT SPAN

(180° GREEN AND RED PERMITTED
ON BRIDGES LIGHTED PRIOR TO
JAN. 1, 1949, UNTIL LIGHTS ARE ¢
REPAIRED OR REPLACED)

|

LIGHT COLORS AND HORIZONTAL ARCS OF VISIBILITY

O PIER - 180° RED

AXIS - 180° RED

MAY BE OMITTED WHEN DRAW AND
PROTECTION PIERS ARE STRAIGHT
ON THEIR CHANNEL FACES

TOLL FREE 888-560-2060

Minimum Lighting Guidelines

NAVIGATION LIGHTS
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